MODEL 106 


Illustrated with the patented ARO Roller Clutch 
Impact mechanism and Built-in Torque Regula- 
tor. Has 3" square drive for sockets. Code 


QZVIW. 


Controlled Torque on all ARO Impacts 
is obtained thru Regulator Valve con- 
trolling the flow of air and the construc- 
tion of the Impact mechanism. It is im- 
possible for operators to stretch threads 
or break off bolts. More important, there 
is no torque transferred back thru the 
Impact mechanism causing premature 
wear from shock. 


MODEL 106 


Illustrated with Phillips bit for driving No. 
2 and No. 3 Phillips screws. Using the Apex 
holder No. 830 and either 830-2 No. 2 Phil- 
lips Bit or 830-3 No. 3 Phillips Bit, Phillips 
screws can be driven to desired tightness 
without breaking bits or tearing out the 
head of the screw. Code QZVIW. 


The MODEL 106 !4," capacity Impact 
Wrench for setting nuts, bolts or Phillips 
screws is one of the finest tools of its kind 
for the work designated. 


Using the ARO Roller Clutch Impact mech- 
anism consisting of only 4 parts, long life 
and trouble-free performance is assured. 


Torque selection is obtained by merely turn- 
ing the torque selector on the side of the 
tool. It is a combination of the construction 
of the Impact mechanism plus the flow of air 
thru the tool that enables the operator to 
set the bolt, nut, or screw to any desired 
torque. 


The MODEL 106 is particularly desirable for 
use in driving Phillips, Reed and Prince or 
Allen head screws. The action of the Impact 
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mechanism is such that while it drives the 
screws to the desired tightness, it will not 
tear the head of the screws or break the bits. 


GENERAL SPECIFICATIONS 


Capacity (Bolt size) VV, 
Length overall 
Spindle offset 
Square drive 

Weight 
Size pipe tap for hose 


STANDARD EQUIPMENT 


8 ft. 5/16" Hose and Fittings, Built-in Reg- 
ulator, one Socket (specify size) or one 
Apex 830 Holder and one 830-2 or 830-3 
No. 2 or No. 3 Phillips Bit. 


Form 1006 


MODEL 10!! 


Model I0I1 illustrated with Pistol Grip 
Throttle and 30975 Torque Regulator as 
standard equipment. Has Impact Clutch 
Attachment for use with Phillips, Reed & 
Prince, or Allen Head bits for screw 
driving—or adapter and socket for nut 
setting. Weight 2 Ibs., length overall 7". 


Code QZQQI. 


Model 3012 illustrated with Lever Throttle and 
Bail. Has Impact Clutch Attachment with 3/8" 
sq. drive adapter for sockets or for 30937 
Holder for Phillips, Reed & Prince, or Allen 
Head screw driver bits. Weight I'/2 lbs., length 
overall 634". Code SZQORI. 
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Model 3011 illustrated with Lever Throttle 
and Bail. Has Impact Clutch Attachment for 
use with Phillips, Reed & Prince, or Allen Head 
bits for screw driving—or adapter and socket 
for nut setting. Weight I!/2 lbs., length overall 
7". Code SZQQI. 


The above models offer screw drivers and 
nut setters utilizing an impact clutch mecha- 
nism consisting of only 4 moving parts — 
with ample power and speed for continuous 
production jobs within their capacities. 


The torque regulator located in the handle 
of Models 1011 and 1012, and in the throttle 
head of Models 3011 and 3012, allows the 
operator to quickly and easily select the 
torque required to set the nut or screw with- 
out stripping or stretching the threads or 
tearing the heads. 


The above models are particularly adaptable 
to the driving of Phillips, Reed & Prince, or 
any type of cross head screws. When used 
for slotted screw driving applications, par- 
ticular care should be taken to select the 
proper bits and finders for the screws. 


Form 1042 


MODEL 3011 


MODEL 1012 


Model 1012 illustrated with Pistol 
Grip Throttle and 30975 Torque 
Regulator as standard equipment. Has 
Impact Clutch Attachment with 3/8" 
sq. drive adapter for sockets or for 
30937 Holder for Phillips, Reed & 
Prince, or Allen Head screw driver 
bits. Weight 2 Ibs., length overall 
6!/2". Code OZORI. 


30975 Torque Regulator, used in Models 1011 and 1012, has 1/8" 
male pipe thread to fit into handle of tool and 1/4" female pipe 
thread opening for attaching to hose. Turning slotted screw 
allows complete range of torque selection. This regulator can 
also be used on all other types of air tools or pneumatic devices. 


GENERAL SPECIFICATIONS: 


Capacity __.. 1/4" wood screws, machine 

screws and bolts 
Speed ss ...... Adjustable 
Spindle Offset 3/16" 


STANDARD EQUIPMENT: 


All Models include 8 ft. of 1/4'' Hose and 
Fittings. Models 1011 and 1012 include 
30975 Torque Regulator. Models 3011 and 
3012 include built-in Torque Regulator. 
Models 1011! and 3011 include one Bit and 
Guide—or 9/32" or 3/8" Sq. Drive and 
one Socket, size to be specified on order. 
Models 1012 and 3012 include 3/8" Sq. 
Drive and one Socket, size to be specified 
on order. 


SCREW 


DRIVER 


For Nos. 1, 2, 3, 4, 5 and 6 Machine Screws 


ACTUAL 
SIZE 


MODEL 7000 


Model 7000 illustrated with Bit and Finder, automatic Throttle 
Control. Weight 8 oz., 4%" overall length, 3/4" diameter. 


Code WZZZD. 


Fully automatic—operator merely presses Bit 
and Finder on screwhead, Bit drops in screw 
slot, clutch engages, and throttle automatical- 
ly opens, driving screw to desired tightness. 


FINDERS BITS 


31126-1 for Nos. | to 2 screws 
31126-2 for Nos. 2 to 3 screws 
31126-3 for Nos. 3 to 4 screws 
31126-4 for Nos. 4 to 6 screws 


31128-1 for Nos. | to 2 screws 
31128-2 for Nos. 2 to 3 screws 
31128-3 for Nos. 3 to 4 screws 
31128-4 for Nos. 4 to 6 screws 


MODEL 700! 
Model 7001 illustrated with Model 7000 Screwdriver, Box, 
Hose with Built-in Filter, three (3) Finders of various sizes. 
three (3) Bits, one 1/4" square drive Adapter, and two 
(2) Sockets 3/16" and 1/4" Hex. Code WZZQD. 


SOCKETS 


30617-1 3/16" Hex Socket 
30617-2 7/32'' Hex Socket 
30617-3 1/4" Hex Socket 


ADAPTER 


31163 '4"" sq. drive. 
Specify 31164 spac- 
er to be used with 
31163 Adapter. 


31171-1 for No. | Phillips drive 


Amazingly small in size, this is the first Pneumatic 
Screwdriver built to drive small screws and nuts. 
It weighs only 8 ounces — is 47/2" long — and is 
fully automatic in operation. Has no manual control 
and will adjust itself to every driving condition. 


Precision built of the finest steels hardened and 
ground to precision limits, it has full ball bearing 
construction to insure long life and trouble-free op- 
eration. The Model 7000 is designed to do continu- 
ous production assembly jobs. 


It is ideal for the assembly of radios, cameras, elec- 
trical appliances, electronic instruments and controls 
—in fact, any product that has small screws or nuts 
in the assembly. 


Exhaustive field tests have proven this tool superior 
to larger tools or hand driving methods on small 
screwdriving and nut setting applications. 


GENERAL SPECIFICATIONS: 


Weight 8 oz. 
Overall Length 47," 
Diameter 3/4" 


Capacity ... No. | to No. 6 machine screws 


STANDARD EQUIPMENT: 

MODEL 7000—One Bit, one Finder, size to 
be specified—or one | /4"' square drive 
Adapter and one Socket, size to be spec- 
fied on order. 7 ft. 3/16" Hose with 
built-in Filter in Hose. 


MODEL 700!1—Complete with box con- 
taining the following: !—7000 Screw- 
driver; 3—Finders; 3—Bits; 1!—1/4" 
Square Drive Adapter; 2—Hex Sockets; 
I1—7' Hose with built-in Filter. 

NOTE—Finders and Bits for special screws will be 

furnished at slight additional cost. IMPORTANT— 


Furnish sample screws with all orders to insure 
proper Finders and Bits being shipped. 
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